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SHEET: 3 OF 3DRAWING NO: 8-2EBVMATERIAL:   

DENSITY: .168 LBM/CU IN
MASS: 12.853 LBM

SURF AREA: 767.380 SQ IN
VOLUME: 76.480 CU IN

REV/VER: 4PART NO: 8-2EBVSIZE: B
SCALE: .300

TOTAL RUNOUT: .005 FIM
CORNER BREAK: .001/.010
SURFACE FINISH: 125μIN

X±.1
.XX±.01

.XXX±.005
XX°±1°

TITLE: ACTUATED VALVE, 2" SS 1.5S@24VACAPPROVED: CRB

23860 KZ PARKWAY
GREENWOOD, NE 68366 USA

PHONE: +1.402.944.2767
FAX: +1.402.944.2402 KZCO  inc.DRAWN: W. FEDDE

DESIGNED: L. ERDKAMP 
-STANDARD TOLERANCES-

-ALL DIMENSIONS IN INCHES [mm]-

DESIGN NOTES:
1. VALVE - 89IC2
 1.1. MATERIAL:
  1.1.1. VALVE BODY: CF8M STAINLESS STEEL
  1.1.2. BALL: 316 STAINLESS STEEL
  1.1.3. SEATS: VIRGIN PTFE
  1.1.4. STEM: 316 STAINLESS STEEL
  1.1.5. STEM PACKING: PTFE AND VITON
 1.2. VALVE PERFORMANCE / SPECS:
  1.2.1. 2" FULL PORT 2-WAY ON/OFF
  1.2.2. 2 PORTS - 2" FNPT
 1.3. MAX WORKING PRESSURE: 1000 PSI @ 70F
  1.3.1. MAX DIFFERENTIAL PRESSURE: 200 PSI @ 70F
 1.4. FLOW RATE: 376 GPM @ 1 PSI DROP
 1.5. VALVE REPAIR KIT: EH-129C
2. ACTUATOR - 8-ACTR
 2.1. MATERIAL:
  2.1.1. CASE: GF NYLON
  2.1.2. GASKET: SILICONE
  2.1.3. DOME: LEXAN
 2.2. ELECTRICAL:
  2.2.1. VOLTAGE: 24 VAC
  2.2.2. CABLE: 3 WIRE, 18 AWG, GXL CABLE
  2.2.3. CURRENT:
    OPERATING: 1.5A NOMINAL
    STALL: 4A NOMINAL
  2.2.4. CONNECTOR: DEUTSCH 4 PIN RECEPTACLE
    PIN 1: BLACK - POWER IN (-)
    PIN 2: - - -
    PIN 3: WHITE - SIGNAL 1 (+) TO OPEN
    PIN 4: RED - POWER IN (+)
 2.3. OPERATION:
  2.3.1. ON/OFF
  2.3.2. CYCLE TIME: 1.5S @ 24 VAC
 2.4. TEMPERATURE RATING: 
      OPERATING: -32 F TO 125 F
      STORAGE: -40 F TO 185 F
 2.5. ENCLOSURE RATING: 
      NEMA 6P (IMMERSIBLE)
      NEMA 7D (IGNITION SAFE)

89IC2 VALVE KIT

8-ACTR ACTUATOR

POSITION INDICATOR FLAG


