SIDE VIEW

TECHNICAL DATA

FLOW RATE
MAX. 4,000 GPM (908 m³/hr)

SCREEN SIZE
___ MICRON

SCREEN AREA
12.5 SQ. FEET

DESIGN TEMPERATURE
160 °F

DESIGN PRESSURE
150 PSI

EMPTY WEIGHT
~900 LBS.

FULL WEIGHT
~1,400 LBS.

NOTES:
1. PLEASE ALLOW ~20” ADDITIONAL TO INSTALL AND REMOVE THE PISTON ASSEMBLY TO THE BACKSIDE OF THE FILTER.

TOLERANCES

FLOW RATE
MAX. 4,000 GPM (908 m³/hr)

SCREEN SIZE
___ MICRON

SCREEN AREA
12.5 SQ. FEET

DESIGN TEMPERATURE
160 °F

DESIGN PRESSURE
150 PSI

EMPTY WEIGHT
~900 LBS.

FULL WEIGHT
~1,400 LBS.

NOTES:
1. PLEASE ALLOW ~20” ADDITIONAL TO INSTALL AND REMOVE THE PISTON ASSEMBLY TO THE BACKSIDE OF THE FILTER.

TOLERANCES

FRACTION: ±1/16

ANGLE: ±1°

MAX. 4,000 GPM (908 m³/hr)

SCREEN SIZE: ___ MICRON

SCREEN AREA: 12.5 SQ. FEET

DESIGN TEMPERATURE: 160 °F

DESIGN PRESSURE: 150 PSI

EMPTY WEIGHT: ~900 LBS.

FULL WEIGHT: ~1,400 LBS.

NOTES:
1. PLEASE ALLOW ~20” ADDITIONAL TO INSTALL AND REMOVE THE PISTON ASSEMBLY TO THE BACKSIDE OF THE FILTER.

TOLERANCES

FRACTION: ±1/16

ANGLE: ±1°

MAX. 4,000 GPM (908 m³/hr)

SCREEN SIZE: ___ MICRON

SCREEN AREA: 12.5 SQ. FEET

DESIGN TEMPERATURE: 160 °F

DESIGN PRESSURE: 150 PSI

EMPTY WEIGHT: ~900 LBS.

FULL WEIGHT: ~1,400 LBS.

NOTES:
1. PLEASE ALLOW ~20” ADDITIONAL TO INSTALL AND REMOVE THE PISTON ASSEMBLY TO THE BACKSIDE OF THE FILTER.

TOLERANCES

FRACTION: ±1/16

ANGLE: ±1°

MAX. 4,000 GPM (908 m³/hr)

SCREEN SIZE: ___ MICRON

SCREEN AREA: 12.5 SQ. FEET

DESIGN TEMPERATURE: 160 °F

DESIGN PRESSURE: 150 PSI

EMPTY WEIGHT: ~900 LBS.

FULL WEIGHT: ~1,400 LBS.

NOTES:
1. PLEASE ALLOW ~20” ADDITIONAL TO INSTALL AND REMOVE THE PISTON ASSEMBLY TO THE BACKSIDE OF THE FILTER.

TOLERANCES

FRACTION: ±1/16

ANGLE: ±1°

MAX. 4,000 GPM (908 m³/hr)

SCREEN SIZE: ___ MICRON

SCREEN AREA: 12.5 SQ. FEET

DESIGN TEMPERATURE: 160 °F

DESIGN PRESSURE: 150 PSI

EMPTY WEIGHT: ~900 LBS.

FULL WEIGHT: ~1,400 LBS.

NOTES:
1. PLEASE ALLOW ~20” ADDITIONAL TO INSTALL AND REMOVE THE PISTON ASSEMBLY TO THE BACKSIDE OF THE FILTER.