TECHNICAL DATA

FLOW RATE
MAX. 1,320 GPM (300 m³/hr)

SCREEN SIZE
___ MICRON

SCREEN AREA
5.0 SQ. FEET

DESIGN TEMPERATURE
160 °F

DESIGN PRESSURE
150 PSI

EMPTY WEIGHT
~340 LBS.

FULL WEIGHT
~800 LBS.

NOTES:
1. PLEASE ALLOW ~20" ADDITIONAL TO INSTALL AND REMOVE THE PISTON ASSEMBLY TO THE BACKSIDE OF THE FILTER.

TOLERANCES
(UNLESS OTHERWISE SPECIFIED)

FLOW RATE
MAX. 1,320 GPM (300 m³/hr)

SCREEN SIZE
___ MICRON

SCREEN AREA
5.0 SQ. FEET

DESIGN TEMPERATURE
160 °F

DESIGN PRESSURE
150 PSI

EMPTY WEIGHT
~340 LBS.

FULL WEIGHT
~800 LBS.

NOTES:
1. PLEASE ALLOW ~20" ADDITIONAL TO INSTALL AND REMOVE THE PISTON ASSEMBLY TO THE BACKSIDE OF THE FILTER.

TOLERANCES
(UNLESS OTHERWISE SPECIFIED)

FLOW RATE
MAX. 1,320 GPM (300 m³/hr)

SCREEN SIZE
___ MICRON

SCREEN AREA
5.0 SQ. FEET

DESIGN TEMPERATURE
160 °F

DESIGN PRESSURE
150 PSI

EMPTY WEIGHT
~340 LBS.

FULL WEIGHT
~800 LBS.

NOTES:
1. PLEASE ALLOW ~20" ADDITIONAL TO INSTALL AND REMOVE THE PISTON ASSEMBLY TO THE BACKSIDE OF THE FILTER.