ELECTRIC FLUSH VALVE WIRING

Red Wire: R+/ (Left)
Black Wire: R (Right)
White Wire: 1

GB6 ELECTRIC CONTROLLER

- MANUAL START/ADVANCE
- COUNTER RESET
- ALARM RESET
- BACKWASH COUNTER
- POWER

TEKLEEN

CR1 2 M A PD

LOW PRESSURE (BLUE FITTING)
HIGH PRESSURE (RED FITTING)

INLET

OUTLET

FLUSH OUTLET

ELECTRIC FLUSH VALVE

NOTE 1.

REVISIONS

REV ZONE DESCRIPTION DATE APPROVED
1 IA ADDED NOTE 1 REGARDING UNION 07/09/13 S.P.

AUTOMATIC FILTERS, INC.
2672 S. LA CIENEGA BLVD.
LOS ANGELES, CA 90034
(310) 839-2828 FAX (310) 839-6878

TITLE
MTF FILTER SETUP WITH
GB6 ELECTRIC CONTROLLER,
ELECTRIC FLUSH VALVE, &
NO PISTON

NOTES:
1. IT IS RECOMMENDED THAT A UNION BE INSTALLED BETWEEN THE FLUSH VALVE AND FLUSH LINE FOR EASE OF MAINTENANCE.

---

ELECTRICAL CONNECTION

HYDRAULIC CONNECTION

---

DRAWN
S. PERKINSON
1/10/04

CHECKED

DESIGN

NOT TO SCALE

SHEET 1 OF 1